Metelwerkineg
Precuer

We supply machines _

all over the world. .. |
.. and spare parts even farther.

Lafihes - Universal, Oll-Couniiry amned GNC...
Milling maechines

Drilling machines, Raclial elrlls

Fack-=saw ane Band-saw Cufiiling machines
Crincing machines Suriace and Cylindrical
Sleifng machines

Eceeniric presses
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MOSTLY SUPPLIED OPTIONAL ACCESSORIES FOR LATHE MACHINES*
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Drive plate with set of turning dogs

3-jaws self-centering chuck Steady rest Taper turning attachment

Thread chasing dial Digital read-out system Drill chuck with MT arbor

Five-position longitudinal stop Quick-change static tollpost Quick-change rotary tollpost “Multifix”

Reduction sleeves Live and dead centres Multidisk "SIGMA" clutches and brakes
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* Above shown accessories differ in sizes and design for each model.
O o T 7. s

HTS ON TECHNICAL AND ISESIGN CHANGES
LITY IMPROVEMENTS!

THE PRODUCERS RESERVE RIG




Spindle bore 32 - 59 mm

CU325RD

SR LVIINIV SEIAINA

Cu325 CU325 RD* CU360M CU360M RD*
CAPACITY: Centers height mm 165 190
Swing over bed mm 325 370
Swing over cross slide mm 190 230
Swing in gap mm 445 475
Width of bed mm 200 270
Distance between centers mm 750, 1000 1200,1500
SPINDLE: Spindle bore mm 32 59
Spindle nose DIN 55027 No. 5 6
Spindle taper Morse No.4,5 No.6 I
HEAD STOCK: [Number of spindle speeds 12 (24) [ Variable in 2 sub-ranges 16 [ Variable in 3 sub-ranges ¥
Spindle speed range rpm 85-2000 (42,5-2000) | X 35-2000 | X — I
Main motor power mm 2.2 4 ] y
FEEDS: Number of feeds 48 56
Longitudinal feed range mm/rev 0.006-1.77 0.031-4.8
Cross feed range mm/rev 0.003-0.885 0.015-2.4
THREADS: Number of threads As bellow 56
Metric thread range mm (48) 0.1-28 0.5-60
Inch thread range tpi (53) 75-2.5 60-1/2
Module thread range Module (19) 0.1-1.75 0.125-15
DP thread range DP (19) 70-4 240-2
CARRIAGE: |Cross slide travel mm 150 220
Top slide travel mm 95 105
TAIL STOCK: [Quill diameter mm 40 50
Quill taper Morse No.3 No.4
Quill travel mm 95 100
WEIGHT - 750 mm Kg 710 730 =
FOR DBC - 1000 mm Kg 750 770 -
- 1200 mm Kg = 1550
- 1500 mm Kg ¥ 1610
*RD Spindle infinitely variable speed sub-ranges (rpm): CU325RD: 85-405; 470-2200, CU360MRD: 50-215; 200-860; 490-2000

CU360MRD

CU360M
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CuU400 CUS500

centers height 210 - 330 mm

CuU400M CU500M CUS580M

CU400 CU500 CU400M CU500M CU580M CuU502 CU582 CU662
CAPACITY: Centers height mm 210 245 220 250 290 250-260 290 330
Swing over bed mm 440 500 440 500 580 500-520 580 660
Swing over cross slide mm 230 300 240 300 380 300-320 380 470
Swing in gap mm 620 670 640 700 780 690-710 770 850
Width of bed mm 360 400 400
Distance between centers mm  |1000, 1500,2000| 1000, 1500, 2000, 3000, 4000, 5000/1000, 1500, 2000, 3000, 4000, 5000
SPINDLE: Spindle bore mm 62 72 72-104
Spindle nose DIN 55027 No. 8 8 8-11
Spindle taper Metric 80 80 80-120
HEAD STOCK: | Number of spindle speeds 21 21 16
Spindle speed range rpm 20-2000 20-2000 11,2-2000 11,2-2000 11,2-2000
(9-1600)
Main motor power kw 7.5 (10) 7.5 (11) 55-7,5 7.5-11 7.5-11
FEEDS: Number of feeds 120 120 144
Longitudinal feed range mm/rev 0.04-12 0.04-12 0.039-24
Cross feed range mm/rev 0.02-6 0.02-6 0.0195-12
THREADS: Number of threads 64 64 72
Metric thread range mm 0.5-120 0.5-120 0.5-240
Inch thread range tpi 60-1/4 60-1/4 60-1/8
Module thread range Module 0.125-30 0.125-30 0.125-60
DP thread range DP 240-1 240-1 240-0.5
CARRIAGE: Cross slide travel mm 250 Sili5] 310 320 360
Top slide travel mm 130 130 140
TAIL STOCK: | Quill diameter mm 70 75 75
Quill taper Morse NO.5 No.5 No.5
Quill travel mm 180 230 250
NET WEIGHT:| - 1500 mm Kg 2360 2430 2750 2800 2860 3120 3240 3360
- 2000 mm Kg 2560 2630 2900 2950 3010 3360 3480 3600
- 3000 mm Kg - 3150 3200 3260 4030 4150 4370
OPTIONS: Lathes available with infinitely variable spindle speed through frequency inverter in 3-subranges:
RD VERSION | - Models CU400MRD, CUSOOMRD, CUS80MRD: Ranges 25-100; 100-400; 500-2000 RPM
- Models CU502RD, CU582RD, CU662RD: Ranges 8-63; 60-500; 240-2000 RPM
CU400MRD
CU500MRD
CU580MRD

v

CU502 CU582 CU622
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Spindle bore 80 - 132 mm

CU500MT CU630 CU730
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C1iMT CU500MT CU630 CU730 C10T C10TM C10TH
CAPACITY: Centers height mm 300 250 315 365 330 380 430
Swing over bed mm 600 500 630 730 660 760 860
Swing over cross slide mm 400 300 430 500 420 520 620
Swing in gap mm 800 700 830 930 850 950 1050
Width of bed mm 400 400 560
Distance between centers mm [1500, 2000, 3000, 1000, 1500, 2000 1500, 2000, 3000,
4000, 5000, 6000 3000, 4000, 5000 4000, 5000, 6000
SPINDLE: Spindle bore mm 80 103 103 132 132
Spindle nose DIN 55027 No. 8 11 11
Spindle taper Metric 90 120 120 140 140
HEAD STOCK:| Number of spindle speeds 15 15 21 21 15
Spindle speed range rpm 11.5-2000 11.5-1400 12.5-1250 12.5-1250( 9-1320 8-1050 8-1050
Main motor power kW 7.5 7.5 11 11 11(15) 15(18.5) 15(18.5)
FEEDS: Number of feeds 160 120 150
Longitudinal feed range mm/rev 0.02-12 0.04-12 0.039-18
Cross feed range mm/rev 0.01-6 0.02-6 0.02-9
THREADS: Number of threads 80 64 75
Metric thread range mm 0.25-120 0.5-120 0.5-180
Inch thread range tpi 120-1/4 60-1/4 60-1/6
Module thread range Module 0.0625-30 0.125-30 0.125-45
DP thread range DP 480-1 240-1 240-2/3
CARRIAGE: | Cross slide travel mm 315 Bil5 385 385 395 395 430
Top slide travel mm 150 130 150
TAIL STOCK: | Quill diameter mm 95 75 105
Quill taper Morse No.5 No.5 No.6
Quill travel mm 225 230 225
NET WEIGHT:| DBC - 2000 mm Kg 3250 3310 3500 4320
DBC - 3000 mm Kg 3630 5200 5450 5700
OPTIONS: RD version: Lathes available with infinitely variable spindle speed through frequency inverter in 3-subranges:
Model: CUS00MTRD: Ranges: 16-63; 63-250; 355-1400 RPM,
Models: CU630RD, CU730MRD: Ranges 6-63; 63-250; 315-1250 RPM

CUS00MTRD
CU630RD
CU730RD
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UNIWVERSAL LATRIES

centers height 330 - 500 mm

CU 660/760
CU660 CU760 CU802 CU1002 Ci3MB (H) Ci13S (H)
CAPACITY: Centers height mm 330 380 400 500 400 (500) 400 (500)
Swing over bed No. 660 760 800 1000 800 (1000) 800 (1000)
Swing over cross slide mm 420 520 570 750 540 (740) 540 (740)
Swing in gap 900 1000 990 1190 1050 (1250) 1050 (1250)
Width of bed 560 480 540
Distance between 2000, 3000, 1500, 2000 1500, 2000, 3150
centers 4000, 5000, 6000 3000, 4000, 5000 4400, 5000, 6200
SPINDLE: Spindle bore mm 130 104 103 136(153)
Spindle nose DIN55027 No. 11 11 11 11(15)
Spindle taper Metric 140 120 120
HEAD STOCK: | No. of spindle speeds 15 16 22 24
Spindle speed range rpm 8 - 1050 9 - 1600 (8 - 1400) 8-1000 6.3 - 850
Main motor power Kw 11 11 15 (18,5)
FEEDS: Number of feeds 192 144 88
Longitudinal feed range |mm/rev 0.032 - 29.18 0.039 - 24 0.13 - 30.72
Cross feed range mm/rev 0.016 - 14.59 0.0195 - 12 0.04 - 9.216
THREADS: Number of threads 384 72 62
Metric thread range mm 0.5 - 360 0.5 - 240 1-240
Inch thread range tpi 60 - 1/12 60 - 1/8 60-1/4
Module thread range Module 0.125 - 90 0.125 - 60 0.5-120
DP thread range DP 240 - 1/3 240 - 0.5 120-1/2
CARRIAGE: |Cross slide travel mm 395 430 420(520)
Top slide travel mm 150 170 160 200
TAIL STOCK: | Quill diameter mm 95 90 - 100 100 110
Quill taper Morse No.6 No.6 No.6
Quill travel mm 225 240 280
NET WEIGHT | DBC 2000 mm Kg 4600 4900 4580 4780 4900 5100
OPTIONS RD version: Lathes available with infinitely variable spindle speed through frequency inverter in 3-subranges:
- Models: CU802RD, CU1002RD Ranges: 8-63; 60-500; 240-2000 RPM

C13MBH
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Spindle bore 113 - 290 mm
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CU832 CuU932 Cu1032 CU800 CU1000 CU1250 CU1600 RD
CAPACITY: [Centers height mm 417 467 400 500 625 840
Swing over bed mm 830 930 890 1090 1320 1600
Swing over cross slide mm 510 610 490 690 940 1225
Swing in gap mm 1000 1100 1050 1250 1500 3
Width of bed mm 540 700 1000
Distance between centers| mm 1500, 2000 1500, 3000, 4000 1500, 3000
3000, 4000 5000, 6000
5000, 6000
SPINDLE: Spindle bore mm 113-133-153 155 290
Spindle nose DIN No. 11 15 20
Spindle taper Metric 120 160 300 —
|HEAD STOCK: [Number of spindle speeds 18 24 Infinively variable
in 4 sub-ranges
Spindle speed range rpm 5.6 - 1000 6.3-1250 6.3-1250 5-1000| 2-8-31.5-125-512
Main motor power Kw 11, 15, (18,5) 22 (30) 55
|FEEDS: Number of feeds 128 160 242
Longitudinal feed range mm/rev 0.039-12 0.032-38.9 0.042-95.74
Cross feed range mm/rev 0.0195-6 0.016-19.45 0.021-47.87
THREADS: Number of threads 256 (4X64) 80 121
Metric thread range mm 0.5-120 0.5-480 0.5-896
Inch thread range tpi 60-1/16 60-1/16 56-1/32
Module thread range Module 0.125-30 0.125-120 0.125-224
DP thread range DP 240-0.25 240-1/4 224-1/8
CARRIAGE: [Cross slide travel mm 465 510 525 525 685 850
Top slide travel mm 250 270 405
TAIL STOCK: |Quill diameter mm 125 125 200
Quill taper Morse NO.6 NO.6 No.6 (80)
Quill travel mm 265 250 400
NET WEIGHT: |- DBC 3000 mm Kg 5600 5880 7500 8050 8550 15000
OPTIONS: RD version: Lathes available with infinitely variable spindle speed through frequency inverter in 4-subranges:

- Models: CU832RD, CU932RD, CU1032RD: Ranges 8-63; 60-500; 240-2000 RPM

- Models: CUB0OORD, CU1000RD, CU1250RD: Ranges: 3,7-15,6; 14,7-62; 58-250; 235-1000 RPM,
DBC: 7000, 8000, 9000, 10000 mm
- Model CU1600RD - Standard

CU1600RD
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C13ST.6

C13ST.8

C13ST.6 C13ST.8 C1i3MBT.10 C1i3MBT.12 Ci13MBT.14
CAPACITY: Centers height mm 400 400
Swing over bed mm 800 800
Swing over cross slide mm 540 540
Swing in gap mm 1050 1050
Width of bed mm 540 540
Distance between mm 1500, 2000, 3150 1500, 2000, 3150
centers 4400, 5000, 6200 4400, 5000, 6200
SPINDLE: Spindle bore mm 230 290 260 310 356
Spindle nose DIN55027 160 210 350 410 470
HEAD STOCK:| No. of spindle speeds 24 24 18 18
Spindle speed range rpm 6.3 - 850 6.3 670 / 6.3 - 315
Main motor power mm 15 (18.5) 15 (18.5)
FEEDS: Number of feeds 88 88
Longitudinal feed range | mm/rev 0.13 - 30.72 0.13 - 30.72
Cross feed range mm/rev 0.04 - 9.216 0.04 - 9.216
S— THREADS: Number of threads 62 62
— Metric thread range mm 1-240 1 -240
} Inch thread range tpi 60 1/4 60 1/4
| Module thread range Module 0.5-120 0.5 5 120
: DP thread range DP 120 -1/2 120-1/2
CARRIAGE: Cross slide travel mm 420 420
Top slide travel mm 200 200
TAIL STOCK: | Quill diameter mm 120 120
Quill taper Morse No.6 No.6
Quill travel mm 280 280
NET WEIGHT | 1000 mm Kg - -
FOR DBC 1500 mm Kg 4600 5000
E 2000 mm Kg 5100 5500
= — 3000 mm (3150 mm) Kg 5700 6100
el 4000 mm (4400 mm) Kg 6500 6900
5000 mm Kg 6900 7300
T 6200 mm Kg 7900 8300
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